
 
TECHNICAL CHARACTERISTICS OF RUBBER COATED 

FABRIC 
 

 Unit Norm Value Tolerance 

Weight g/sqmt UNI EN ISO 
2286-2 880 +/- 100 

Gauge mm UNI EN ISO 
2286-3  0.60  

Tensile strength warp/weft N/5cm UNI EN ISO 
1421  3200/ 3200  

Elongation at break warp/weft % UNI EN ISO 
1421 27.5/ 27.5 ±7.5 

Tear strength warp/weft N UNI EN 1873-3 170/ 170  
Coating adhesion warp/weft N/5cm ISO 2411  75/ 75  

Resistance to flexing – UNI EN ISO 
7854 - met  B class 0  

Flame resistance, speed of flame mm/min UNI 4818-19; 
UNI ISO 3795 0  

Acetone resistance – UNI 4818-16 resistant  
Hydrocarbon resistance – UTT 016 resistant  

Cold flex resistance (-30°C per 1 h) – ISO 4675 resistant  
Working temperature °C  -40  +120  

State of delivery   cured 
 

CHARACTERISTICS OF TEXTILE REINFORCEMENT 
 

 Unit Value  

Type of yarn  PES  
Weight g/sqmt 230  

Construction dtex 1100 10 x 10 
 

CHARACTERISTICS OF COATING ELASTOMER 
 

Type of polymer CSM - IIR 
Colour green (side A) – black (side B) 
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